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GENERAL DESCRIPTION

Portable evaporative coolers provide a versatile and efficient solution for cooling air by exploiting the basic principle of water evaporation. These devices
are designed to operate by passing warm air through a wet panel, where the evaporating water absorbs heat from the surrounding air, producing a natu-
ral and effective cooling effect. Their use is made even more practical and customisable thanks to the presence of a remote control, which makes it easy
to adjust the operating settings according to specific temperature and humidity requirements. These devices, characterised by a robust and reliable de-
sign, are used in both industrial and professional contexts, ensuring optimal performance even in demanding work environments. Furthermore, an impor-
tant added value of our evaporative coolers is the presence of an integrated UV lamp, designed to sanitise the water used in the cooling process. This
system contributes significantly to maintaining indoor air quality, reducing the presence of potential pathogens and ensuring a healthier, more comfortable
environment for users.

TECHNICAL CHARACTERISTICS
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Airflow  m¥%h 1200 4500 8000 12000 22000
Maximum surface area  m? 30 120 180 250 350
UV Lamp x x x v v
Fan speed  Num. 3 3 3 3 3
Water tank capacity Lt 18 45 90 90 140
Direct water supply connection v v / / /

Tank water level control

Electrical characteristics ______

Power supply ~ Volt/Ph/Hz 230/1/50 230/1/50 230/1/50 230/1/50 230/1/50
Max. power consumption =~ W 20 118 300 475 775
Max. current consumption A 0,4 0,5 1,3 2,0 3,3

Sound pressure " dB (A)
Sound power " dB (A) 73 84 73 88 97

(1) Sound pressure level calculated in free field, 3 metres from the unit, directionality factor Q=2, according to ISO 9614

THEORETICAL AIR OUTLET TEMPERATURE

RELATIVE HUMIDITY

5% 10% | 20% | 30% | 40% | 50% | 60% | 70% | 80% | 90%

10°C 35°C | 4°C | 45°C | 55°C | 6°C 7°C | 7,5°C | 8°C 9°C | 9,5°C
" 15°C 6,5°C | 7,5°C | 8,5°C | 9,5°C | 10,5°C| 11°C | 12°C | 13°C | 13,5°C| 14,5°C
,5 20°C 10°C | 11°C | 12°c | 13°C | 14,5°C | 15,5°C | 16,5°C | 17,5°C | 18,5°C | 19°C
E 25°C 13,5°C | 14,5°C | 16°C | 17°C | 18,5°C | 20°C | 21°C | 22°C | 23°C | 24°C
E 30°C 16,5°C | 17,5°C | 19,5°C | 21°C 22,5°c- 25°C | 26,5°C | 28°C | 29°C
= 35°C 20°C | 20°C | 23°Cc | 25°C | 26,5°C | 28,5°C | 30°C | 31,5°C | 32,5°C| 34°C
" 40°C 22°C | 23°C | 26,5°C| 29°C | 31°C | 32,5°C | 34,5°C
= 45°C 25°C | 26°C | 29°C | 32,5°C| 35°C

50°C 28°C | 29°C | 32,5°C | 36,5°C

Example: Room temperature 30°C, relative humidity 50%, chiller outlet temperature 24°C
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Evaporative air cooler

DESCRIPTION

The portable evaporative coolers in the EVC range boast a high cooling capacity,
ideal for working environments that require reliable and efficient performance. Equip-
ped with a robust and corrosion-resistant chassis, these units ensure durability and
sustainability, essential for prolonged use even in industrial or professional environ-
ments subject to extreme conditions of use.

Ease of installation is another strong point of these units: in just a few minutes they
are ready for use, thanks also to the presence of a large water tank and a practical
connection for automatic filling. The presence of an integrated UV lamp helps not
only to sterilise the water, preventing the formation of mould and algae, but also to
ensure a healthier and safer environment for operators.

In terms of operational performance, EVC evaporative coolers offer three ventilation
speeds, conveniently managed via the on-board LCD control panel or the included
remote control. Moreover, thanks to the latest generation of electronic fans, these
devices are very quiet, ideal for working environments that require low noise levels.
Environmental sustainability is another aspect to consider: these coolers have a very
low energy consumption, thus helping to reduce the environmental impact of work.

In addition, the automatic shutdown system in the event of a water shortage protects
the lift pump, ensuring greater reliability over time.

User-friendliness is further guaranteed by the plug-and-play function and the four
robust wheels that allow easy movement within the working environment.

In the event of a power failure, the automatic restart ensures immediate resumption of operations, with no need for manual intervention.
Finally, the presence of a washable air filter helps maintain indoor air quality, reducing the presence of particles and impurities in the working environ-
ment, thus ensuring a healthier and more comfortable environment for operators.

MAIN FEATURES

High cooling capacity.

The EVC range of portable evaporative coolers is highly efficient, powerful and easy to use.
Installation takes only a few minutes and the units are immediately ready for use.
UV lamp and corrosion-resistant frame for durability and sustainability.

Three ventilation speeds.

Very quiet thanks to the latest generation of electronic fans.

Very low energy consumption.

Plug and play.

On-board LCD control panel and remote control.

Large water tank and connection for automatic filling.

Integrated UV lamp for water sterilisation prevents the formation of mould and algae.
Automatic switch-off for lack of water to protect the lifting pump.

Easy to move thanks to 4 sturdy wheels.

Automatic restart in the event of a power failure.

Washable air filter.

COLD AIR

WWW.TFTDRYAIR.COM
INFO@TFTDRYAIR.COM

CEN012240 issue 04.24

Subject to change without notice




VERSIONS

EVC... Standard version
Dimensions
Yo AEENERES
TEEEEEESES
TEERSEESHE
SESELEENE
IEEEEYEEE
TESEBREEE
iamzaa=ns Ml -
55....55

=

_mal-_-_ gooo | 12000 | 24000

A mm 1050 1448 1440 1720
B mm 385 680 842 925 1120
C mm 315 420 532 580 690
Empty weight  Kg 13 15,5 33 40 80
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